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LOINOI PAU

Tiéu chuan diu nhén dong co PLC RACER SCOOTER (API: SL, SAE: 10W-30) s6
hi¢u: TCCS 107:2019/PLC do Téng cong ty Hoa dau Petrolimex — CTCP (PLC) bién
soan va ban hanh.
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4. Thong tin bd sung
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YEU CAUKY THUAT

Ngay hig¢u luc: 12/06/2019

1. Pham vi 4p dung: Tiéu chudn nay ap dung cho diu nhon déng co PLC RACER
SCOOTER (API: SL, SAE: 10W-30) do Téng céng ty Héa diu Petrolimex — CTCP san
xuat, dugc sir dung cho xe may tay ga 4 thi.

Ghi chi: Tiéu chudn co sé nay thay thé cho cde tiéu chudn co sé phién ban trude
ddy ciia san phdm PLC Racer Scooter (API: SL, SAE: 10W-30).

2. Tiéu chuén trich din:

e KY HIEU TEN TIEU CHUAN

1. | ASTM D445 Phuong phdp thir x4c dinh D6 nhét dong hoc

2. | ASTM D2270 Phuong phdp thir xdc dinh Chi sé d6 nhét

3. | ASTM D92 Phuong phap thi x4c djnh Nhiét d6 bt chay céc h

4. | ASTM D95 Phuong phép thir x4c dinh Him lugng nuée

5. | ASTM D97 Phuong phép thir x4c dinh Nhiét d6 dong dic

6. | ASTM D892 Phuong phap thir xdc dinh Pic tinh tao bot

7. | ASTM D2896 Phuong phép thir xdc dinh Trj s6 kiém téng (TBN)

8. | ASTM D4951 Phuong phép thir x4c dinh Téng ham lugng kim loai

9. | ASTM D130 Phuong phdp thir x4c dinh kha ning in mon thm ddng
10. | ASTM D4055 Phuong phép thir xdc dinh him lugng cin pentan

11. [ TCVN 6777 (ASTM D4057) San phdm ddu mé - Phuong phap l4y miu thi céng
12. | QCVN 14:2018/BKHCN Quy chudn k9 thuat quéc gia vé ddu nhon dong co dét trong
13. | Nghi dinh 43//2017/ND-CP Nghi dinh v& nhén hang héa

14. | Théng tu 21/2007/TT-BKHCN | Huéng din vé xiy dung va ap dung tiéu chudn

3. Yéu céu ky thuat:

3.1 Tiéu chudn ndy qui dinh céc chi tiéu chét luong cho diu nhon déng co PLC RACER
SCOOTER (API: SL, SAE: 10W-30)

- Cép chét lugng API: SL; JASO: MB
- Cép d6 nhét SAE: 10W-30




TIEU CHUAN CO SO TCCS 107:2019/PLC

3.2 Cac yéu cau vé nguyén liéu chinh:
- Dau gbe: C6 gbe dau mo.

- Phy gia: Phy gia cho ddu dong co dam bao phl hop céc quy dinh vé an toan, sic khée va
moi truong va khong gdy hong cho déng co ciing nhu hé théng ton trit, bao quan, van
chuyén va phén phdi san phém.

3.3 Céc chi tiéu chit lugng cua diu nhon déng co PLC RACER SCOOTER (API: SL,
SAE: 10W-30):

CHI TIEU CHAT LUQNG EHUCRGRRAR o e
THU (API: SL, SAE: 10W-30)
1. D6 nhét dong hoc & 100°C, ¢St ASTM D445 10,5+12,5
2. Chi s d6 nhét, min ASTMD2270 | 130
3. Nhiét d6 chép chay, °C, min ASTM D92 210
4. Nhiét d¢ dong dic, °C ASTM D97 Béo céo
5. Ham lugng nuéc, %TT, max ASTM D95 0,05
6. Dic tinh tao bot & 93,5°C, ml, max ASTM D892 50/0
7. Anmon tim ddng, max ASTM D130 1
8. Ham lugng can pentan, %KL, max ASTM D4055 0,1
9. TBN, mg KOH/g, min ASTM D2896 6,0
10. Téng ham lrong kim loai (Ca, Mg, |  ASTM D4951 0,1
Zn), % KL, min

Trén ddy la cdc s6 liéu tiéu biéu théng thuomg dwoc chdp nhdn trong san xudt nhung
khéng phai la théng s6 ky thudt coé dinh.

3.4. Léy mau: Theo TCVN 6777 (ASTM D4057)
4. Théng tin bd sung:
4.1. Ghi nhén, van chuyén va bao quan: Theo TCCS 50:2018/PLC.

4.2 Bao gbi: Dau nhon dong co PLC RACER SCOOTER (API: SL, SAE: 10W-30) dugc
dong goi theo dung tich ghi trén bao bi. Théng thudng: Hép 0,8 lit, Hop 1 lit.

5. Céc yéu cdu khdc:

5.1. Chimg nhan chét luong hang hoa: Theo Chimg chi chét lwgng cu thé ciia timg 16 hang do
cac Phong thir nghiém VILAS 017 hozc VILAS 022 hoic cép khi giao nhén hang hoa.




